19970720.ba ba-por01.571 

>1571 

>From owner-boatanchors@theporch.com Sat Jul 19 00:02 CDT 1997 
>Received: from sco.theporch.com (sco.theporch.com [207.234.31.38]) 

> by uro.theporch.com (8.8.7.Beta2/A-UX-3.1.1) with ESMTP id AAA22651 
> for <SHIMSHON@URO.THEPORCH.COM>; Sat, 19 Jul 1997 00:02:40 -0500 (CDT) 
>Received: from sco.theporch.com (localhost [127.0.0.1]) 

> by sco.theporch.com (8.8.7.Beta2/SCO-5.0.2) with SMTP id FAA05935; 
> Sat, 19 Jul 1997 05:02:12 GMT 

>Message-Id: <199707190502.FAAQ5935@sco.theporch. com> 

>Date: Sat, 19 Jul 1997 00:02:12 CDT 

>Sender: owner-boatanchors@theporch.com 

>From: boatanchors@theporch.com 

>To: Old Tube Radios <boatanchors@theporch.com> 

>Subject: BOATANCHORS digest 1571 

>Mime-Version: 1.0 

>Content-Type: multipart/mixed; boundary="-- 
__ListProc__NextPart__869288342434644171" 

>X-Listprocessor-Version: 8.1 -- ListProcessor(tm) by CREN 

>Status: 0 


BOATANCHORS Digest 1571 
Topics covered in this issue include: 


1) Re: Generic Spy Radio Inquiry 
by "ro" <otterstad@inet.uni-c.dk> 
2) BC348 knobs 
by bloper@ix.netcom.com (BEN ROSWELL LOPER) 
3) HR articles 
by "Mark Shaum" <mashaum@fcg.net> 
4) Re: GRC-109 not intended for simplex ??? 
by w2ec@VNET.IBM.COM 
5) Re: GRC-109 not intended for simplex ??? 
by "P. J. Rovero" <provero@connix.com> 
6) HQ129X & Super Pro knobs wanted 
by stevenn@ix.netcom.com (Steve M Fried) 
7) Armstrong Book Sold 
by "Jay H. Miller" <jmiller@teleteam.net> 
8) WTB Vibroplex bugs and other types 
by stevenn@ix.netcom.com (Steve M Fried) 
9) SX23 
by laffitte@prtc.net (laffitte) 
10) HP Manuals Wanted 
by jschwart@ix.netcom.com (John Schwartzberg) 
11) The Pits (or Corrosion of Conformity) 
by George McCrary <geo@ipass.net> 
12) Re: SX23 


by laffitte@prtc.net (laffitte) 
13) xtal 

by BEN NOCK <G4BXD@compuserve.com> 
14) Wanted: Hallicrafters Parts 

by "Walter Fairclough" <wfairclo@netcom.ca> 
15) Re: GRC-109 not intended for simplex ??? 

by Jeffrey Herman <jeffreyh@hawaili.edu> 
16) Re: GRC-109 not intended for simplex ??? 

by Ken Gordon <keng@uidaho.edu> 
17) FS/FT: tubes 

by Ethan Emeson <emesone@elwha. evergreen. edu> 
18) HELP!! 

by "Alexander N. Gerli" <angerli@connix.com> 
19) Free parts SP-600 RF unit 

by Bill Coleman N2BC <n2bc@ibm.net> 
20) Free QRM eliminator 

by Brian.Harris@sv.sc.philips.com (Brian Harris) 
21) Collins S-Line Calibration Error 

by Ron or Wendy Hankins <rh8421@gate.net> 
22) Free parts SP-600 RF unit - GONE!!! 

by Bill Coleman N2BC <n2bc@ibm.net> 
23) Needs SP-600-JX28 Doc 

by hikrbikr@erols.com 
24) Need Oil Filled Cap for old Scope 

by Greg Carter <kx4r@atl.mindspring.com> 


Date: Fri, 18 Jul 1997 09:10:06 +0200 

From: "ro" <otterstad@inet.uni-c.dk> 

To: <tomrice@netcom.com>, "Old Tube Radios" <boatanchors@theporch.com> 
Subject: Re: Generic Spy Radio Inquiry 

Message-ID: <199707180731.JAA22078@inet.uni-c.dk> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


Ragnar Otterstad 
email : otterstad@inet.uni-c.dk 


If you send me a large SASE + 5 dlrs for postage I will send you a copy of 
the manual. 
73 Rag OZ8RO 


QRA ok in CB 


> From: Tom R. Rice <tomrice@netcom.com> 

> To: Old Tube Radios <boatanchors@theporch.com> 
> Subject: Generic Spy Radio Inquiry 

> Date: 17. juli 1997 21:15 


In my usual backwards fashion, I've uncovered the 
case for an old Ampex Model 600 Tape Recorder which 
leads me to plan the construction of a "Spy Radio", 
the type built into a small suitcase. I have a 
book in which is pictured a British Type B Mark II 
unit, but no details on the characteristics other 
than that it "had a range of 2500 km". 


It would be deeply appreciated if some kind and 
knowledgeable soul could just gimme the basic 
characteristics of a "typical" spy set: power 
source, input to final stage, freq coverage, etc. 


I suspect that the receivers would not be regen 
types, for obvious reasons, so I might use the GRC-9 
receiver I bought from Fair Radio some years back, 
although I feel a regen would be more fun! 


Thanks in advance, 


WB6BYH tomrice@netcom.com 
"Start off every day with a smile and get it over with." 
Tom R. Rice 
tomrice@netcom.com 


VV VV VV VV VV VV VV VV VV VV VV VV VV MV 


Date: Fri, 18 Jul 1997 02:46:17 -0500 (CDT) 

From: bloper@ix.netcom.com (BEN ROSWELL LOPER) 

To: boatanchors@theporch.com 

Subject: BC348 knobs 

Message-ID: <199707180746.CAA25978@df£w-ix11.ix.netcom.com> 


--W.C.Fields 


Does anyone have two knobs for a BC348 to sell or trade Tnx Ben KJA4CC 


Date: Fri, 18 Jul 1997 05:43:22 -0500 
From: "Mark Shaum" <mashaum@fcg.net> 
To: "Boatanchors Reflector" <boatanchors@theporch.com> 


Subject: HR articles 

Message-ID: <199707181054.FAA06064@mail.fcg.net> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=IS0-8859-1 
Content-Transfer-Encoding: 7bit 


>Anyone have a complete set of Ham Radio mag squirreled 
away somewhere? 


>Also, I was given a reference to where I might find 
something on push-pull 

>oscillators, but I have been unable to find the handbook 
mentioned. 

>Anyone else have any suggestions? 


>Ken W7EKB 


I wish I had a complete HR set.. I found HR to be more 
valuable for my interests than QST, CQ and 73 all put 
together. In particular I'd like to find the issues 
containing or the reprint that was available of a 6 or 7 
part series on phased verticals and phasing networks that 
was published in 1983 or thereabouts. 


About the oscillators, you might want to find copies of the 
"Ham Radio Notebook" volumes 1 and 2, originally published 
by HR, containing a number of reprints from the regular 
magazine articles. Included are several articles on 
crystal and variable frequency oscillator design. 


Mark Shaum K9TR 
mashaum@fcg.net 
Central Illinois Grid EN50 


Date: Fri, 18 Jul 97 07:34:59 EDT 

From: w2ec@VNET.IBM.COM 

To: boatanchors@sco.theporch.com 

Subject: Re: GRC-109 not intended for simplex ??? 
Message-ID: <199707181225 .MAA13245@sco.theporch. com> 


>I'm not sure what the problem would be. Full-duplex does not imply that 
>one would be sending xand* receiving traffic at the same time, but 


Actually, full-duplex not only implies it, by definition it specifically 
requires it. 


A landline telephone is full-duplex, the transmitter and receiver portion are 
in operation simultaneously, ie you can send and receive data at the same 
time and recover all that data. Half-duplex is where one side sends data 
while the other side receives, then the role reverses. Full-duplex is where 
both sides are sending and receiving at the same instant in time. 


What Jeff was doing on the Navy nets was half duplex with break-in, not 

full duplex. Think about it. If they were operating full-duplex, why would 
there have been a reason for sending the ..__.. at all? The purpose of the 
break was to get the other operators attention, have him stop sending, find 
out from the breaking op what the fill request was, send the fill, then resume 
where he left off. 


Back in the early 60's WA2JRO and I ran full-duplex on 10 meters AM with a 
pair of homebrew "walkie-talkies". These were not transceivers, but seperate 
crystal controlled transmitter/receivers at our homes. His rig transmitted 
on 29.1 and received on 29.6. Mine transmitted on 29.6 and received on 
29.1. This way we were able to talk to each other at the same time, 
full-duplex. Unfortunately, when that fun wore off we canabilized the rigs 
to make something else. Besides, by then we found a pair of BC-611's that 
were rockbound on 3895kce and Stack Electronics (one of the TWO ham related 
stores in our town, both carried new and used gear) had a good supply of 
those long stick B batteries we needed to operate bicycle mobile on the way 
to and from school. 


Jeff, been a long time since I reviewed it but I'm pretty sure there is a 
very good description for full vs half duplex in the RM/3 course book. I 
operated a lot of liason between army and navy back in the "good old days" 
so am familiar with Navy nets too. In fact I got so interested in the Navy 
side that I joined Navy MARS instead of Army MARS. 


73, Ray W2EC 
(Navy Marine Corps MARS NNNOJUK) 
(NNNOGBJ-FOUR Northern New York Area training officer) 


Date: Fri, 18 Jul 1997 09:21:01 -0400 (EDT) 

From: "P. J. Rovero" <provero@connix.com> 

To: w2ec@VNET.IBM.COM 

Cc: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: GRC-109 not intended for simplex ??? 

Message-ID: <Pine.BSI.3.95.970718091642 .12629A-100000@comet.connix.com> 
MIME-Version: 1.0 


Content-Type: TEXT/PLAIN; charset=US-ASCII 


Full duplex does mean transmitting/receiving at the 
same time. But just like the telephone, talking 
and xlisteningx rarely occur simultaneously. 


For systems with fully independent transmit/receive 
circuits it works well. But human beings aren't in 
that category... 


P. J. "Josh" Rovero email: provero@connix.com 
Oceanographer work: rovero@sonalysts.com 
Meteorologist radio: KK1D 

Curmudgeon at Large web: http: //www.connix.com/~provero/ 


On Fri, 18 Jul 1997 w2ec@VNET.IBM.COM wrote: 


>I'm not sure what the problem would be. Full-duplex does not imply that 
>one would be sending xandx receiving traffic at the same time, but 


Actually, full-duplex not only implies it, by definition it specifically 
requires it. 


VV VV VV 


Date: Fri, 18 Jul 1997 08:35:49 -0500 (CDT) 

From: stevenn@ix.netcom.com (Steve M Fried) 

To: Boatanchors@sco.theporch.com 

Subject: HQ129X & Super Pro knobs wanted 

Message-ID: <199707181335.IAA24522@dfw-ix8.ix.netcom.com> 


Please check your knob collection. I'm looking for the small 
knobs common to both super pro and the HQ129xX. 


Any one have some knobs for sale or trade?? 
73 
Steve K2PTS 


Date: Fri, 18 Jul 1997 08:38:30 -0500 
From: "Jay H. Miller" <jmiller@teleteam.net> 
To: boatanchors@theporch.com 


Subject: Armstrong Book Sold 

Message-ID: <103102802a££522376fcd@[199.34.24.19]> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Have a firm buyer and one backup. Thanks for your interest. 
73 


KKK KKK AR THARAARAARAARAARAABHE ak KK AK KARE 
Jay H. Miller, KK5IM Dallas, Texas 
The Pocket Guide to Collins Amateur Radio Equipment 
AMI#846 Collins Collectors Association 
E-Mail: jmiller@teleteam.net 
Visit My Home Page: http://www.teleteam.com/~jmiller/ 
KKK KKK AK THAAARAARAARAARAAHHE aR KK AK KARE 


Date: Fri, 18 Jul 1997 08:38:46 -0500 (CDT) 

From: stevenn@ix.netcom.com (Steve M Fried) 

To: boatanchors@sco.theporch.com 

Subject: WTB Vibroplex bugs and other types 

Message-ID: <199707181338.IAA24823@dfw-ix8.ix.netcom.com> 


Hi BA fans: 

Please check your shelves and nooks and crannys. 

Any one have a Vibroplex or McElroy or other type of bug 
for sale? I like collecting bugs to go along with my BA 


equipment. 


Please let me know what you have. I promise to give the 
bugs a good home! 


73 


Steve K2PTS 


Date: Fri, 18 Jul 1997 09:51:21 -0300 
From: laffitte@prtc.net (laffitte) 
To: boatanchors@theporch.com 

Subject: SX23 


Message-ID: <33CF66C9.2B6E@prtc.net> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Does anybody has the bandswitch and selectivity switch knobs for the 
Hallicrafters SX23 or at least knows how they look like? I would also 
like a copy of the original manual for the SX23. 


My R390 has a dead line meter. Can they be repaired? I have a complete 
manual for the SCR274 radio sets that I would like to either sell or 
trade. I also have the TCSrcevzr/xmtr pair with antenna tuner for sale or 
trade. These are Stewart Warner units. 


Best of 73s for all 
Guido E. Santacana KP4FAR 
BA collector in the tropics 


Date: Fri, 18 Jul 1997 09:20:34 -0500 (CDT) 

From: jschwart@ix.netcom.com (John Schwartzberg) 

To: boatanchors@theporch.com 

Subject: HP Manuals Wanted 

Message-ID: <199707181420.JAAQO728@dfw-ix5.ix.netcom.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hey Gang - 
Time to fill out the manual collection. I'm looking for manuals (origs or 
copies) with schematics for the following HP test equipment: 
HP 400H VTVM 
HP 411A RF mV meter 
HP 200CD Audio Oscillator 
I will, of course, pay for copying, shipping, and PIA (pain-in-anatomy) factor. 


Thanks, 


John 
NOGII 


Denver, CO 


jschwart@ix.netcom.com 


Date: Fri, 18 Jul 1997 10:55:28 -0500 

From: George McCrary <geo@ipass.net> 

To: boatanchors@sco.theporch.com 

Subject: The Pits (or Corrosion of Conformity) 
Message-ID: <3.0.16.19970718105257 . 242f6ee4@ipass.net> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hey Folks, 


Several of my anchored rigs have a LOT of pitting on their chassis, 
cans etc. I have no time or interest in making them "showroom new". But I 
would like to clean them as much as possible and (more importantly) keep 
them from getting any worse. 


What is the best way to clean the metal parts without a wholesale 
dissambley of the entire unit. Taking the covers, front panel off, tubes 
out is as far as I'm interested in going because I ain't never gonna use 
‘em if they're in pieces, in a box, in the corner, marked "Do Not Open, 
Hopelessly Botched Restoration"! 


From the little I understand about the chemistry that causes the 
pitting, now that they are in my "climate controlled" house there should be 
no further deterioration. Is this correct? If not, how can I make it correct? 


Thanks for any suggestions. 


George (KQ4QM) 


PS Anybody who "gets" the () part of the subject wins a gold star, probably 
tattooed on their forehead or something. 


Date: Fri, 18 Jul 1997 11:12:36 -0300 
From: laffitte@prtc.net (laffitte) 

To: boatanchors@theporch.com 

Subject: Re: SX23 

Message-ID: <33CF79D4.4F36@prtc.net> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


I am looking for the bandswitch and selectivity knobs of the 
Hallicrafters SX23 or at least how they look like. Can anybody provide a 
copy of the original manual for this BA? 

My R390 has a dead line audio meter. I will like to know if any of you 
has any experience with repairs of these meters. 

For sale or trade I have a TCS revr/xmtr unit with antenna tuning unit 
and original manual. These sets are Stewart Warner contract. I also have 
a complete,and thick, SCR274 manual mainly for trade. 


Thanks for your help. 


Best 73s 
Guido E. Santacana KP4FAR 
BA collector in the tropics 


Date: Fri, 18 Jul 1997 13:04:53 -0400 

From: BEN NOCK <G4BXD@compusetrve.com> 

To: Multiple recipients of 1 <boatanchors@sco.theporch.com> 
Subject: xtal 

Message-ID: <199707181305_MC2-1B25-EDFE@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 

Content-Type: text/plain; charset=IS0O-8859-1 
Content-Disposition: inline 


Anyone had luck getting to this guy : 


> From: "Phoenix Crystals" <phxtal@nava-link.net> 
> Subject: Fw: 160 and 80 meter Xtals = 


> Date: Sun, 13 Jul 97 16:26:23 PDT 


2??? 
only my messages get bounced as address having a fatal error ! 


Ben G4BXD. 


Date: Fri, 18 Jul 1997 16:18:50 -0400 

From: "Walter Fairclough" <wfairclo@netcom.ca> 

To: <boatanchors@theporch. com> 

Subject: Wanted: Hallicrafters Parts 

Message-ID: <199707182019.QAA04012@tor-srs2.netcom.ca> 


MIME-Version: 1.0 
Content-Type: text/plain; charset=ISO-8859-1 
Content-Transfer-Encoding: 7bit 


Need a 'Recption' knob for an SX-71 and the main dial dial cover for an 
SX-42. 


Thanks for reading. 


Walter Fairclough 
Manotick, Ontario 
wfairclo@netcom.ca 


Date: Fri, 18 Jul 1997 10:19:42 -1000 

From: Jeffrey Herman <jeffreyh@hawaii.edu> 

To: w2ec@VNET.IBM.COM 

Cc: Old Tube Radios <boatanchors@theporch. com> 

Subject: Re: GRC-109 not intended for simplex ??? 

Message-ID: <Pine.GSO.3.95q.970718095447 .19839D-100000@uhunix3> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Fri, 18 Jul 1997 w2ec@VNET.IBM.COM wrote: 

>I wrote: 

>I'm not sure what the problem would be. Full-duplex does not imply that 
>one would be sending xand* receiving traffic at the same time, but 


Actually, full-duplex not only implies it, by definition it specifically 
requires it. 


A landline telephone is full-duplex, the transmitter and receiver portion are 
in operation simultaneously, ie you can send and receive data at the same 
time and recover all that data. Half-duplex is where one side sends data 
while the other side receives, then the role reverses. Full-duplex is where 
both sides are sending and receiving at the same instant in time. 


VV VV VV VV VV 


I don't believe we can talk xand*x listen to someone else talk at the 

same time on the telephone (at least I don't have the ability to do 
that!). When a person interupts your talking, then you cease and listen to 
what they have to say. 


> What Jeff was doing on the Navy nets was half duplex with break-in, not 
> full duplex. Think about it. If they were operating full-duplex, why would 
> there have been a reason for sending the ..__.. at all? The purpose of the 


> break was to get the other operators attention, have him stop sending, 


Just like the person on the telephone will interupt you to get a comment 
across, the ..__.. was to interupt the sending op, which is what happens 
on the telephone (full duplex). 


Here's an example of what we did in the Coast Guard (not the Navy): 
I'd be transmitting on 440 kc, and listening to the ship on 454 kc; 
I could xmit and listen at the same time (just like your telephone 
example), thus, full duplex. If the ship missed something he'd 

xmit a couple dits on 454 and I'd stop xmiting on 440. We'd do the 
same on the 4,6,8,12,16,and 22 Mc maritime freq'ys: we'd run our 
xmtr and rcvrs at the same time (xmtr and rcvr sites were seperated 
by about 10 miles) on different freq'ys. 


> Jeff, been a long time since I reviewed it but I'm pretty sure there is a 
> very good description for full vs half duplex in the RM/3 course book. I 


Thanks, Ray, but I used to receive a paycheck to doing this kind of 
stuff - I thoroughly knew the RM3, RM2, RM1, AND RMC books by heart. 


Again, xmitter and revr running at the same time on different freq'ys 
*xis* what we utilized - it is called "full duplex." 


73 from Hawaii, 
Jeff KH2PZ / KH6 (formerly WA6QIJ; former CW op at Coast Guard Radio 
Honolulu: NMO) 


Date: Fri, 18 Jul 1997 14:18:39 -0700 (PDT) 

From: Ken Gordon <keng@uidaho.edu> 

To: Jeffrey Herman <jeffreyh@hawail.edu> 

Cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: GRC-109 not intended for simplex ??? 

Message-ID: <Pine.BSF.3.95.970718140241 .13336A-100000@piobaire.mines.uidaho.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


A landline telephone is full-duplex, the transmitter and receiver portion 
operate simultaneously, ie you can send and receive data at the same 

time and recover all that data. Half-duplex is where one side sends data 
while the other side receives, then the role reverses. Full-duplex is where 
both sides are sending and receiving at the same instant in time. 


VVV VV 
VV VV Vv 


Not necessarily "are sending and receiving...", necessarily "can send and 
receive..." In half-duplex one CANNOT send and receive simultaneously due 


to the limitations of the system at the hardware level. 


I don't believe we can talk xand*x listen to someone else talk at the 
same time on the telephone (at least I don't have the ability to do 
that!). When a person interrupts your talking, then you cease and listen 
to what they have to say. 


VV VV VV 


Yes. 


> > What Jeff was doing on the Navy nets was half duplex with break-in, not 
> > full duplex. Think about it. If they were operating full-duplex, why would 
> > there have been a reason for sending the ..__.. at all? 


Because the same PERSON cannot receive and send at the same "instant" in 
time. That does NOT mean that the EQUIPMENT is not capable of doing it. 


> The purpose of the 

> > break was to get the other operators attention, have him stop sending, 
> 

> Just like the person on the telephone will interrupt you to get a 

> comment across, the ..__.. was to interrupt the sending op, which is 

> what happens on the telephone (full duplex). 

Right. 

> 


> Again, xmitter and rcvr running at the same time on different freq'ys 
> *isx what we utilized - it is called "full duplex." 
> 


So, the GRC-109 system IS capable of full-duplex operation. If the 
operators used GRA-71 burst keyers and tape recorders at their receivers, 
they could operate "full-duplex" in the fullest sense of the word: 
"...with no human intervention..." 


Ken W7EKB 


Date: Fri, 18 Jul 1997 14:19:03 -0700 (PDT) 

From: Ethan Emeson <emesone@elwha. evergreen. edu> 

To: boatanchors <boatanchors@theporch.com> 

Subject: FS/FT: tubes 

Message-ID: <Pine.ULT.3.91.970718141727 .9137A-100000@elwha. evergreen. edu> 
Mime-Version: 1.0 


Content-Type: TEXT/PLAIN; charset=US-ASCII 


Please respond to ethan@olywa.net 

All tubes NOS unless indicated otherwise. 

All tubes except compactrons tested on a hickok. 

+ $3 for USPS priority mail shipping (under 2LBS). 
Trade for?? 


12B4 $1 

5915 $1 

5964 $1 

50L6GT $2.50 
6485 $1 

6919 $1 

6AU8A $2.50 
6AZ8 $5.50 

6C4 $2.50 
6CL6 $2.50 (bulk-pack) 
6CL8/A $1 
6DI8 $4 

6J6/A $1 


6U5 used/bright $15 
6E5 used/bright $4 each 
1629 1 NOS @ $5, several used @$2.50 


Format for following is <quantity available>@<price per tube> 


5U4G USED 2e$5 
6BK4C/6EL4A 4@$7, USED 1@$3 
6EL4 USED 10$3 

6EN4 3@$4 

6HB5 10$8 

6JS6B 1e$8 

6IS6C 10$16 
6IT6A 20$10 

6KM6 2e@$4 

6KV6A 10$16 

6LB6 10$10 
6L06/6JE6C 1@$25 (RCA) 
6LR6 10$15 
21IS6/23IS6 10$6 

22IR6 3@$3 

24L06 Ae@$s 

30KD6 10@$12 
30MB6 1@$4 

313S6 1@$5 


31L06 4e$4 


36KD6-40KD6 20$10 
80 (ST) used 20@$5 


Ethan 


Date: Fri, 18 Jul 1997 18:01:04 -0400 

From: "Alexander N. Gerli" <angerli@connix.com> 
To: boatanchors@sco.theporch.com 

Subject: HELP! ! 

Message-ID: <33CFE79F.6E6D05F7@connix.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


If anyone can read this...I had a hard disk crash, and lost my bank of 
past e-mail for Boatanchors. 


I recently put my mail on hold for a while, but I want to reactivate it. 
Can't remember what the instructions to the listserv are, and they're 
gone from my HD. Naturally, no backup of ‘em either. 


What is the protocol I have to send - something like "boatanchors mail 
ack" or something like that?? 


Would someone (or, perhaps, Jack Hill hisself?) please send me the 
complete set of directions again? I'd surely appreciate it!! 


73, 


Sandy Gerli, AC1Y 
angerli@connix.com 


Date: Fri, 18 Jul 1997 22:04:43 -0700 

From: Bill Coleman N2BC <n2bc@ibm.net> 

To: boatanchors@theporch.com 

Subject: Free parts SP-600 RF unit 

Message-ID: <BMSMTP8692883912wf2awdc@pop3.ibm.net> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7Bit 


I have the remains of an SP-600 RF unit that I used for parts. It's time for it 
to go to it's final resting place. It's free for the shipping (appx 20 pounds), 


or I'll strip off what you need and USPS the pieces to ya. Don't bother asking 
for the complete RF strip - it's a shambles. But there's some good contact 
fingers left. Also the majority of the tuned ckts on the turret (complete with 
black uglies). 


Email with your specifics. Happy weekend! 


Email: n2bc@ibm.net 


Date: Fri, 18 Jul 1997 09:31:25 -0700 

From: Brian.Harris@sv.sc.philips.com (Brian Harris) 
To: boatanchors@theporch.com 

Subject: Free QRM eliminator 

Message-ID: <Q0078846.1914@svlima.sv.sc.philips.com> 


A 1939-ish RCA Type 5-DX (5 KW output) broadcast transmitter is available for 
the taking in Dallas. This unit is in good condition considering its age and 
is on display at the Las Colinas Studio Tour facility. They need to get rid 
of it to make room for something else. 


This unit is so big that my wife would not allow me to bring it home and I 
don't even have a wife! At 7 feet tall, 16 feet long and about four feet 
deep, it challenges even the largest of today's homes or garages. If you are 
so fortunate as to have room for it AND are xseriouslyx interested, you may 
contact Cory Miller at 972-869-7723 during the day. He is the one charged 
with its disposition. Please don't bother him unless you really can handle 
such a monster. While it separates into four racks, I suspect the total 
weight is well over 4000 pounds. 


Brian Harris WA5UEK 


Date: Fri, 18 Jul 1997 19:10:24 -0500 

From: Ron or Wendy Hankins <rh8421@gate.net> 

To: boatanchors@theporch.com 

Subject: Collins S-Line Calibration Error 
Message-ID: <v03102800aff£5b57£4c3e@[199 .227.37.86]> 
Mime-Version: 1.0 

Content-Type: text/enriched; charset="us-ascii" 


<bigger>In the AM mode, Collins S-Line receivers that have been 
perfectly aligned following Collins procedure, have a 1.350 Khz dial 
error. When tuning LSB, the carrier is injected at 453.650 Khz by the 


crystal controlled BFO. This causes the lower sideband to be centered 
in the mechanical filter which is centered at 455 Khz. When tuning 
USB, the carrier is injected at 456.350 to center the upper sideband in 
the mechanical filter, and the VFO is shifted lower by 2.7 Khz to 
maintain dial accuracy. 


The calibration instructions say to set the mode for LSB and zero beat 
the 100 Khz calibrate signal. If you then switch to AM, the VFO is 
shifted 2.7 Khz lower, the same as it would be for USB where the 
carrier is expected to be at 456.350 Khz. With the IF transformers 
peaked at 455 Khz, the receiver is tuned 1.35 Khz off the peak. If, 
without moving the tuning dial, the IF transformers are peaked, they 
will be paeked at 456.350 Khz and the problem is corrected. I don't 
know why Collins didn't use this alignment procedure. 


This problem is by no means serious since these receivers are primarily 
SSB receivers, and the AM mode is fairly broad. It has probably gone 
unnoticed by almost everyone. I only noticed the error after connecting 
a digital frequency display to the receiver. 


</bigger> 
Ron Hankins KK4PK 


rh8421@usa.net 
rh8421@gate.net 


rh8421@bitstorm. net 


Date: Fri, 18 Jul 1997 23:25:19 -0700 

From: Bill Coleman N2BC <n2bc@ibm.net> 

To: boatanchors@theporch.com 

Subject: Free parts SP-600 RF unit - GONE!!! 
Message-ID: <BMSMTP86929346918wf2awdc@pop3.ibm.net> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7Bit 


My offer for free SP-600 goodies got took even before I got my own post back!! 


Email: n2bc@ibm.net 


Date: Fri, 18 Jul 1997 20:37:47 +0100 

From: hikrbikr@erols.com 

To: Boatanchors <boatanchors@theporch.com> 

Cc: "Pickrell, Packy AE30" <packypickrell@oscsystems.com> 
Subject: Needs SP-600-JX28 Doc 

Message-ID: <33CFC60B.7686@erols.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Ahoy! Avid BA collector and restorer Bob Hayworth, W2PUA, has a nice 
Super Pro, SP-600-JX28, but no documentation. Packy Pickrell, AE30, and 
I checked the catalogs of the Manual Man, Sarrio, and W7FG without 
success. Bob therefore requests any assistance with a schematic diagram 
and any other docs list readers might offer. Since he doesn't have a 
computer yet, please send responses via Packy... 


< packypickrell@oscsystems.com > 


or dial up Bob direct in NJ, (609) 783-4175. Bob will gladly reimburse 
expenses for any help he receives. BTW, Bob is also looking for coil 
sets for an HRO-50. He has the receiver all restored, but only has the 
B and F coils. 


73, Mike Steussy 
AE4R 
Vienna VA 


Date: Fri, 18 Jul 1997 21:31:13 -0400 

From: Greg Carter <kx4r@atl.mindspring.com> 

To: boatanchors@theporch.com 

Subject: Need Oil Filled Cap for old Scope 

Message-ID: <199707190136.VAA19148@brickbat9.mindspring.com> 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Hello BA gang ! 


I have an old scope used by the FAA back in the late 50's and 
early 60's, made by the Benrus Watch Co. Inc, Waterbury Ct. 
The scope was working beautifully until the other day when 

I powered it up and it blew a fuse. 


A little checking uncovered a smoked 100K /1W resistor off 
the plate of one of the high voltage rectifier tubes , a 1X2B. 
Further investigation revealed a shorted 0.5mfd/2000VDC 

oil filled cap. 


My question: Can anyone out there find one of these critters in 
their junk box ?? Here's the physical description. 


Sangamo .5mfd 2000wvdc 
dt 7120-.5P 


case dimensions: 2 7/8" high x 1 3/4" wide x 1 " deep 
2 porcelain standoffs on top bring total height to 3 1/2 " 


Due to space available , the replacement needs to be pretty 
close to the above dimensions. 

Any help will be greatly appreciated as I had intended to use 
this old beast as a modulation monitor for my AM station. 


Tnx a bunch and 73 ! 


Greg KXA4R 
kx4r@mindspring.com 


End of BOATANCHORS Digest 1571 
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